CONTRACT NO. 98823

P SECTION couNTY | GOTAL | SHEET
* * % %k ¥ 304 172
STA. TO STA.
FED. ROAD DIST. NO. _ ILLINOIS FED. AID PROJECT
SHOULDER AND PAVEMENT THICKNESS % FAU 9481, FAS ‘2887 cn_‘ 37
TRANSITION AT PROPOSED DOUBLE BOX Sk % FRANKLIN, AND WILLTAMSON

(STAGE 1 AND 2 CONSTRUCTION)

DETAIL OF HOT-MIX ASPHALT, PCC, OR OiL. AND
CHIP PRIVATE OR COMMERCIAL ENTRANCE
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\ / HMA SHOULDER FOR STAGING AT
EXISTING SURFACED / PROPOSED STRUCTURE
PAVEMENT - #’ 028-2017 RECONSTRUCTION

/ LEVELING BINDER (MACHINE METHOD)

(PAVEMENT AREA ONLY, SEE TYPCAL SECTION
FOR SHOULDER MATERIAL)

/—PROF’OSED HOT-MIX ASPHALT SURFACE COURSE
/ /~PROPOSED HOT-MIX ASPHALT BINDER COURSE
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PROPOSED BITUMINOUS CONCRETEJ’/ //
SURFACE COURSE /’
DETAILS OF CONCRETE COLLAR O e D RS /
ISTJ%IEPEC'\‘IL%L HOT-MIX ASPHALT L EXISTING PAVED ENTRANCE

PIPE TO PIPE (HOT-MIX ASPHALT, PCC,
OR OIL & CHIP)

TABULATION ) PREPARATION OF EXISTING SURFACE AND ANY EXCAVATION FOR ENTRANCES SHALL
DIAMETER |CL. SI CONC. BE IN ACCORDANCE WITH ARTICLE 406.19 OF THE STANDARD SPECIFICATIONS.
) OF PIPE__[cU. YDS. EST
-6 12 0.24
1 15” 0.29
éix 8'22 TO BE USED:
EX;?FT)éNG o7 05 : RT. STA. 80+06
CULVERT 36" 0.66 RT. STA. 81+02
f 6" 6" 427 0.80 . RT. STA. 81+43
48" 0.93 RT. STA. 82+48
————— 547 .07
60" .22
12 1.55

SIDE VIEW 8 THE CONCRETE COLLAR SHALL BE PAID FOR AT THE CONTRACT UNIT

2i7s RER END VIEW PRICE PER CUBIC YARD FOR CONCRETE COLLAR, AS SHOWN ON
THE PLANS, WHICH PRICE SHALL INCLUDE THE REMOVAL OF SUCH
PORTIONS THE EXISTING HEADWALLS AS MAY BE REQUIRED.

CLASS SI CONCRETE SHALL BE USED THROUGHOUT.

REVISIONS
ILLINOIS DEPARTMENT OF TRANSPORTATION
NAME DATE
DETAILS:
THICKNESS TRANSITION AT DOUBLE BOX;
REVISIONS CONCRETE COLLAR (PIPE TO PIPE);
DRAWN | 7-13-90 SEEDING AND MULCHING;
REVISED | 8-22-94 HMA, PCC OR OIL AND CHIP PRIVATE
OR COMMERCIAL ENTRANCE
STD. 9-79 VERT.
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